
Important Safety Instructions:

When using an electrical appliance, basic precautions
should always be followed, including the following:

READ ALL INSTRUCTIONS BEFORE USING
To reduce the risk of electric shock:
*Always unplug the appliance from the electrical outlet
immediately after using and before cleaning.

*Do not reach for an appliance that has fallen into water.
Unplug it immediately.

*Do not place or store appliance where it can fall or be
pulled into a tub or sink. Do not place in or drop into
water or other liquid.

*Do no connect to any voltage other than that shown on
the pump.

To reduce the risk of shock or injury to person:
*Never leave the appliance unattended, especially if
children are present.

*Never cover the appliance when it is in operation.

*This unit should not be used by children without adult
supervision.

*In case of damage caused, please ensure to put the slim
Iron wire (if supplied) away from children, do no let 
them play with it.

*Connect the pump with the proper voltage indicated
on the pump label.

Assembly and Instructions for Use

1. Unpack the product, remove plastic bag from
packaging. Wipe off dust with a damp cloth in the base
and inside the base.

2. Place the product on a flat surface, for tabletop items,
please cover with a soft cloth in case humidity casuses
damage.

3. Familiarize yourself with the pump (please read pump
instructions first). The pump speed is controlled by the
switch located at the front of the pump. The speed is
indicated by a plus (+) and minus (-) sign. To increase
the speed, move to each speed level. At thet highest
speed level, the switch will cease to move any further,
vice versa. Note: it is recommended the pump be set
at its highest speed during assembly and later adjusted
to a lower setting if desired. Be sure to unplug the pump
before adjusting the speed setting.

4 Lead the cord through the cord slot between the base
and the platform. Ensure the platform is set level on
the base. This will ensure that the unit is balanced 
when placed on a flat surface. Attach the A/C adaptor
jack to the base power cord. Do not plug into outlet at
this time.

*Always keep the cord away from high temperature and
fire.

*Unplug the pump from power source before cleaning,
maintenance, or disassembling.

*To get the best flowing effect, product must be placed on
a flat surface and should never be placed on an electrical
appliance.

*Never operate this appliance
if it has a damaged cord,
plug, pump, cable, or housing.

*Never let pump run dry, as
this will shorten the life of
the pump.

*Do not lift, carry, hang, or
pull the pump by the power
cord.

*To disconnect, remove plug
from outlet.

*Operate with tap water or
distilled water only, and
replace it frequently.

*Operate pump completely submerged for proper cooling.

*Disconnect the appliance from electrical outlet before
putting hands into water.

CAUTION:

The pump must be
completely submerged in
water, if the pump is making
noises, most likely it is not
completely submerged in
water.

Check the water level, check
the circuit breaker.
Keep the water clean,
prevent the water from
becoming sticky and
forming micro-organisms.

Clean:
Clean the container in a 
mixture of vinegar and water
to clean and remove any
mineral build-up. 

5. Insert the tube on the bottom side of the fountain
into the pump. Make sure the tube is properly connected
and does not crimp.

6. Set the Fountain top onto the platform so it sits level.

7. Fill base with tap water to 1/2” from top. We
recommend using distilled water to prevent mineral
build up. (No matter the size of the vessel base, the
water should be higher than the pump and approximately
0.5cm below the lowest edge of the base.

8. Connect the power cable leading from the product
unit to the power cable of the transformer unit. (If without
transformer item, please follow below.)

9. Plug the transformer unit into the power socket. If
installed properly, water will come out of the spraying
nozzle immediately. (If without transformer item, please
connect the power cable plug into the power socket
directly)

Please note: At first use, there may be air in the pump.
It can take up to a few minutes until the air escapes.
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